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In/Outlet  
  mm 

  

Power   50HZ   60HZ   
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  kg     Phase 
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  m 

  

Max.Flow   
  L/min 
  

HPL5052   50x50   3   5   2   I   26.5   450   I   34   550   55 (71#) /55/83   

HPL7572   75x75   3   7.5   2   K   29   900   K   35   960   120   

  

  Note : All specifications subject to change without prior notice.

HPL Self-Priming Chemical Pump

Performance Curve

   

Applications

Specifications

（ 1 ） Model Number: HPL  -   pump body materials FRPP     
                            XPLC                 -                                pump body materials CPVC    
                            XPLV                               -                                pump body material PVDF  
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        Mechanical seal material：Teflon bellow seal

  

Motor Frequency : 5--50Hz, 6--60Hz

  

  
  

● Self - absorption ability, as well as a non - return valve designed to prevent the liquid inside the  
   pump return.    
   ● Strong corrosion - resistant materials: FRPP, CPVC, PVDF, can be resistant to most  

  acidic and alkalic liquid. 
  

 
  

  

● Use of Teflon bellows and superior anti-corrosive construction design.  

HPL - 75 - 10 - 2 
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   Petrochemical, chemical processing, bulk unload & transfer, plating
   recirculation/filtration, PCB etching/rinse, fumes scrubber, waste water
   treatment, electronics manufacturing, underground storage tank,
   top opening tank, sumps, pharmaceutical & photo processing,
   and any hazardous chemical application.
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* Option:-

HPL7552 75x75 3 5 2 J 27 800 J 35 860 56 (71#)/84

HPL75102 75x75 3 10 2 L 29 980 L 42 1000 125
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